Summary of Awards and Recommendation
UPLB-5-006-02-19, SUPPLY, DELIVERY AND INSTALLATION OF BRANDED AND BRAND NEW VARIOUS LAB-=RY EQUIPMENT
Date of Submission of Bids: 13 March 2019

End-User | Lot# [item#| Qty | UOM Item Description Esti d Unit | Esti d Total Savings Bshuntion /ACHS / Specifications Offered by the Bidder Unit Cost Total Cost
Cost Cost
Design: Stainless steel, Design EZKleen stainless steel
Flat door design Flat door design
Freezer Freezer
Freezer baskets: 6 Freezer baskets 6
Ice tray: 2 Ice tray 2
Performance: Auto defrost, Frost free PerformanceAuto defrost Frost free
Watts: 220V Power Requirement: 220V, 60hz
Warranty Warranty
Parts & Labor: 2 years Parts & Labor: 2 years
Sealed system parts additional: 3 years Sealed system parts additional: 3 years
=N
7 Q} unit |Branded and Brand New Laminar FlowHOOD (with site inspection) 210,000.00 420,000.00 82,018.00 LABOTECH  [Brand: Biobase Model: BBS-SDC 168,991.00 337,982.00
TRADING

MINIMUM Internal Size(mm): 1340x580x540

MINIMUM External Size(mm); 1440x600x1730

Display: LED digital display

Pre-filter: Disposable, non-washable polyester fibre

Filter efficiency: <99.995% at 0.3um

Airflow Velocity Average: 0.3-0.5m/s

Noise Level: <60dB

Flourescent Lamp: 28W*1

UV Lamp: 30W*1

Power Consumption: 480W

Front Sash: Tempered glass, no less than Smm, anti-ultraviolet
radiation

Main Body Material: Adopting cold-roll steel plate with corrosion-
proof coating

Caster: Reverse Wheel with brake

Electrical: 110-240V/50-60Hz

Standard Accessories: Light, UV, Base Stand

Internal Size(mm): 1340x580x540

External Size(mm); 1440x600x1730

Display: LED digital display

Pre-filter: Disposable, non-washable polyester fibre

Filter efficiency: <99.995% at 0.3um

Airflow Velocity Average: 0.3-0.5m/s

Noise Level: <60dB

Flourescent Lamp: 28W*1

UV Lamp: 30W*1

Power Consumption: 480W

Front Sash: Tempered glass, no less than Smm, anti-ultraviolet
radiation

Main Body Material: Adopting cold-roll steel plate with corrosion-
proof coating

Caster: Reverse Wheel with brake

Electrical: 110-240V/50-60Hz

Standard Accessories: Light, UV, Base Stand




Summary of Awards and Recommendation
UPLB-5-006-02-19, SUPPLY, DELIVERY AND INSTALLATION OF BRANDED AND BRAND NEW VARIOUS LAB===RY EQUIPMENT
Date of Submission of Bids: 13 March 2019

End-User | Lot# [item#| Qty | UOM Item Description i d Unit | Esti d Total Savings Bicbitton /88§ Specifications Offered by the Bidder Unit Cost Total Cost
Cost Cost
Net Weight: 160kg Net Weight: 160kg
Gross Weight: 210kg Gross Weight: 210kg
Package Size: 1580x750x1950mm Package Size: 1580x750x1950mm
Included: Installation and with stand Included: Installation and with stand
Warranty:1 year on parts and services Warranty:1 year on parts and services
il
8 1/ unit |Brand New Mobile Insect Storage System (with site inspection) 1,100,000.00 | 1,100,000.00 230,000.00 LABOTECH Model: LB240 Mobile Insect Storage System 870,000.00 870,000.00
TRAD -
Specification Specification
Size:(LxWxH)(278x120x220 cm) Size:(LxWxH)(278x120x220 cm)
No. of Movable Compartment: 3 No. of Movable Compartment: 3
Compartment Wheels: 3 Compartment Wheels: 3
Lockable: Yes Lockable: Yes
Capacity: 240 Insect Storage Case Capacity: 240 Insect Storage Case
Storage Case/Box Material: wood Storage Case/Box Material: wood
Body Material: powedered coated metal Body Material: powedered coated metal
Inclusions: Inclusions:
Glass Top with Handle, with lock with Size: 53x45x9¢cm Glass Top with Handle, with lock with Size: 53x45x9¢m
Site Installation Site Installation
Delivery: 60 Calendar Days Delivery: 60 Calendar Days
Warranty: 2 years on parts and services Warranty: 2 years on parts and services
/[ /
9 w unit |Branded and Brand New Refractometer 215,000.00 215,000.00 - CASCOLOR  |Mettler Toledo Refracto 30X 215,000.00 | 215/000.00
p APPLICATION |Branded and Brand New Refractometer
Quick and Error-Free SPECIALIST  |Quick and Error-Free

Place a few drops of sample on the cell, push the button, and read
the final result with the temperature directly in the required
measurement units

with carrying cases

Compliant Data Management
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