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Unit Cost
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Output File Formats:Scan 2: JPEG, TIFF, Multi-TIFF, PDF, Searchable
PDF, BMP, PNG Document Capture Pro (Win): JPEG, BMP, PDF,
Searchable PDF, TIFF, Multi-TIFF, PNG, DOCX, XLSX, PPTX

Scan Speed:

ADF Monochrome (Simplex / Duplex):

200 dpi: 35 ppm / 70 ipm

300 dpi: 35 ppm / 70 ipm

600 dpi: 8.0 ppm / 16 ipm

ADF Colour (Simplex / Duplex):

200 dpi: 35 ppm / 70 ipm

300 dpi: 35 ppm / 70 ipm

600 dpi: 8.0 ppm / 16 ipm

ADF Specifications:

Scanner Type:A4 Sheet-fed, one-pass duplex colour scanner

Optical Sensor: CIS

Light Source: RGB LED

Optical Resolution: 600 x 600 dpi

Output Resolution: 50 dpi - 1,200 dpi (1 dpi increments)

Min Document Size: 50.8 x 50.8 mm

Max Document Size: 215.9 x 6,096 mm

Support Paper Thickness: 27 - 413 gsm

ADF Capacity: 50 sheets

Automatic Duplex Scanning: Yes

Daily Duty Cycle: up to 4,000 sheets / day

Muiti-feed Detection: Ultrasonic Sensor and Length Detection

Connectivity:

Standard: USB 3.0

Network: Ethernet with Optional Network Interface Unit

Supported OS and Applications:

Output File Formats:Scan 2: JPEG, TIFF, Multi-TIFF, PDF, Searchable
PDF, BMP, PNG Document Capture Pro (Win): JPEG, BMP, PDF,
Searchable PDF, TIFF, Multi-TIFF, PNG, DOCX, XLSX, PPTX

Scan Speed:

ADF Monochrome (Simplex / Duplex):

200 dpi: 35 ppm / 70 ipm

300 dpi: 35 ppm / 70 ipm

600 dpi: 8.0 ppm / 16 ipm

ADF Colour (Simplex / Duplex):

200 dpi: 35 ppm / 70 ipm

300 dpi: 35 ppm / 70 ipm

600 dpi: 8.0 ppm / 16 ipm

ADF Specifications:

Scanner Type:A4 Sheet-fed, one-pass duplex colour scanner

Optical Sensor: CIS

Light Source: RGB LED

Optical Resolution: 600 x 600 dpi

Output Resolution: 50 dpi - 1,200 dpi (1 dpi increments)

Min Document Size: 50.8 x 50.8 mm

Max Document Size: 215.9 x 6,096 mm

Support Paper Thickness: 27 - 413 gsm

ADF Capacity: 50 sheets

Automatic Duplex Scanning: Yes

Daily Duty Cycle: up to 4,000 sheets / day

Multi-feed Detection: Ultrasonic Sensor and Length Detection

Connectivity:

Standard: USB 3.0

Network: Ethernet with Optional Network Interface Unit

Supported OS and Applications:
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Supported OS: Windows XP / Vista /7 /8 /8.1 / 10 & Windows Supported OS: Windows XP / Vista /7 /8 /8.1 / 10 & Windows
Server 2003 / 2008 / 2012 & Mac OS X 10.6.8 or later Server 2003 / 2008 / 2012 & Mac OS X 10.6.8 or later
Scanner Driver Compatibility: TWAIN, ISIS, SANE, WIA, ICA Scanner Driver Compatibility: TWAIN, ISIS, SANE, WIA, ICA
Bundled Applications: Scan 2, ISIS Driver (Web Download), Scan OCR Bundled Applications: Scan 2, ISIS Driver (Web Download), Scan OCR
Component, Scan PDF Extensions, Document Capture Pro (Win), Component, Scan PDF Extensions, Document Capture Pro (Win),
Document Capture (Mac), Presto! BizCard Document Capture (Mac), Presto! BizCard
Warranty:1year parts & service Warranty:1year parts & service
3 11 | unit |Branded and Brand New UPS 650VA 3,500.00 38,500.00 4,950.00 |16/35 MM PRODUCTION|APC UPS 650VA 3,050.00 33,550.00

Output

Output power capacity: 325Watts / 650VAMax

Configurable Power (Watts): 325Watts / 650VA

Nominal Output Voltage: 230V

Output Frequency (sync to mains): 50/60 Hz +/-1 Hz

Topology: Line Interactive

Waveform type: Stepped approximation to a sinewave

Output Connections: (2) Universal Receptacle (Battery Backup)

Transfer Time: 4ms typical : 6ms maximum

Input

Nominal Input Voltage: 230V

Input frequency: 50/60 Hz +/- 3 Hz (auto sensing)

Input Connections: NEMA 5-15P

Cord Length: 1.22meters

Input voltage range for main operations: 180 - 270V

Number of Power Cords: 1

Type of Input Protection Required: gl fuse

Maximum Input Current: 5.0A

Input Power Factor at Full Load: 0.5

Batteries & Runtime

Battery type: Maintenance-free sealed Lead-Acid battery with

suspended electrolyte : leakproof

SUPPLY

Output

Output power capacity: 325Watts / 650VAMax

Configurable Power (Watts): 325Watts / 650VA

Nominal Output Voltage: 230V

Output Frequency (sync to mains): 50/60 Hz +/-1 Hz

Topology: Line Interactive

Waveform type: Stepped approximation to a sinewave

Output Connections: (2) Universal Receptacle (Battery Backup)

Transfer Time: 4ms typical : 6ms maximum

Input

Nominal Input Voltage: 230V

Input frequency: 50/60 Hz +/- 3 Hz (auto sensing)

Input Connections: NEMA 5-15P

Cord Length: 1.22meters

Input voltage range for main operations: 180 - 270V

Number of Power Cords: 1

Type of Input Protection Required: gL fuse

Maximum lnpu(icarir;nt: S.0A

Input Power Factor at Full Load: 0.5

Batteries & Runtime

Battery type: Maintenance-free sealed Lead-Acid battery with

suspended electrolyte : leakproof




